
 

P‐307 Reference Section  RCDR Topic  RCDR Number 

Appendix C, Item 64 and 

Appendix D, Item 29 

Request to Use P‐307 Draft Requirements for 

Secondary Upper Limit Testing 
16‐002 

QUESTION 

 

Q1: Request allowance to deviate from the NAVFAC P‐307, Appendix C, Item 64 and Appendix D, Item 29 

to use the “2015 draft” P‐307 testing requirements. 

ANSWER 

 

A1:  NAVCRANECEN approves the deviation of NAVFAC P‐307 Condition Inspection Item 7,  Appendix C, 

item 64, and Appendix D, item 29 with respect to testing of backup hoist limit switches to use testing 

requirements from the “2015 draft” P‐307. This deviation is only approved for cranes that have 

previously been satisfactorily tested (and documented) to the testing requirements of RCDR 14‐032 

(N3258A‐14‐001) which clarified that testing be performed by using the hook block to activate the 

backup upper hoist limit. 

The following testing requirements shall be added to the end of the applicable MISR item:  

Appendix C, Item 64: “During operation, verify proper functioning of primary and secondary limit switches, 

indicator lights, settings, and bypass switches.  Ensure proper functioning and setting of backup hoist limit 

switches by using block (or boom) to engage limit switch and ensure block or boom does not two‐block.  

This shall be performed and documented at least once during the life of the crane (or limit switch) and 

re‐performed if the setting is affected or changed.  Before performing, ensure switch is functioning 

properly electrically and station watch‐stander to prevent damage.  Check electrical function annually by 

using hand or other means to activate the switch.  This may be performed during the CCIR/load test in lieu 

of this inspection (mark N/A and explain in Remarks if performed at the CCIR/load test).” 

Appendix D, Item 29: “Ensure proper functioning and setting of backup hoist limit switches by using block to 

engage limit switch and ensure block does not two‐block.  This shall be performed and documented at least 

once during the life of the crane (or limit switch) and re‐performed if the setting is affected or changed.  

Before performing, ensure switch is functioning properly electrically and station watch‐stander to prevent 

damage.  Check electrical function annually at this inspection or CCIR by using hand or other means to 

activate the switch.  If performed at the CCIR, note this in Remarks.” 

 


